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Our Legendary servo performance and reliability 
has been applauded by modelers world wide.  
The brand new DFA servos have been further 
optimized with new software.

SERVO LINE-UP

JR/DFA S8911

SPEED
TORQUE
SPEC 6.6V

464.5
33.4
0.25

7.4V
520.8
37.5
0.13

8.4V
591.2
42.6
0.11

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 2.71 oz 76.9 g

Full Metal Case
with Bigger bearing

【Dimensions】1.57 x 0.79 x 1.59 in / 40.0 x 20.0 x 40.5 mm

JR/DFA S8931+

SPEED
TORQUE
SPEC 6.6V

452.1
32.6
0.25

7.4V
506.9
36.5
0.13

8.4V
575.4
41.4
0.11

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 2.54 oz 72 g

Heat Sink Case

【Dimensions】1.55 x 0.83 x 1.59 in / 39.5 x 21.0 x 40.5 mm

JR/DFA S8935+

SPEED
TORQUE
SPEC 6.6V

220.5
15.9
0.07

7.4V
247.2
17.8
0.06

8.4V
280.6
20.2
0.05

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 2.54 oz 72 g
【Dimensions】1.55 x 0.83 x 1.59 in / 39.5 x 21.0 x 40.5 mm

Heat Sink Case

JR/DFA S588

SPEED
TORQUE
SPEC 6.6V

95.4
6.9

0.21

7.4V
106.9

7.7
0.19

8.4V
121.4

8.7
0.17

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 1.48 oz 42 g
【Dimensions】1.48 x 0.75 x 1.52 in / 37.5 x 19.0 x 38.5 mm

JR/DFA S811

SPEED
TORQUE
SPEC 6.6V

195.7
14.1
0.12

7.4V
219.4
15.8
0.12

8.4V
249.1
17.9
0.11

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 1.59 oz 45 g
【Dimensions】1.48 x 0.75 x 1.52 in / 37.5 x 19.0 x 38.5 mm

JR/DFA S8411 COMPETITION

SPEED
TORQUE
SPEC 6.6V

214.3
15.4
0.17

7.4V
240.3
17.3
0.15

8.4V
272.7
19.6
0.13

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 2.29 oz 65 g
【Dimensions】1.55 x 0.75 x 1.36 in / 39.5 x 19.0 x 34.5 mm

Metal Upper Case with Bigger bearing

JR/DFA S8411

SPEED
TORQUE
SPEC 6.6V

214.3
15.4
0.17

7.4V
240.3
17.3
0.15

8.4V
272.7
19.6
0.13

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 2.12 oz 60 g
【Dimensions】1.55 x 0.75 x 1.36 in / 39.5 x 19.0 x 34.5 mm

JR/DFA S8411 F3A & EP

SPEED
TORQUE
SPEC 6.6V

214.3
15.4
0.17

7.4V
240.3
17.3
0.15

8.4V
272.7
19.6
0.13

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 1.94 oz 55 g
【Dimensions】1.55 x 0.75 x 1.36 in / 39.5 x 19.0 x 34.5 mm

JR/DFA S3411

SPEED
TORQUE
SPEC 6.6V

81.7
5.9

0.18

7.4V
91.7
6.6

0.16

8.4V
104.0

7.5
0.14

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 1.06  oz 30 g
【Dimensions】1.04 x 0.59 x 1.30 in / 26.5 x 15.0 x 33.0 mm

JR/DFA S3411

SPEED
TORQUE
SPEC 6.6V

81.7
5.9

0.18

7.4V
91.7
6.6

0.16

8.4V
104.0

7.5
0.14

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 1.13  oz 32 g
【Dimensions】1.04 x 0.59 x 1.30 in / 26.5 x 15.0 x 33.0 mm

COMPETITION
Metal Upper Case

JR/DFA S3911

SPEED
TORQUE
SPEC 6.6V

163.5
11.8
0.16

7.4V
183.3
13.2
0.14

8.4V
208.1
15.0
0.12

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 1.20  oz 34 g

Full Metal Case

【Dimensions】1.04 x 0.59 x 1.30 in / 26.5 x 15.0 x 33.0 mm

JR/DFA S3415 

SPEED
TORQUE
SPEC 6.6V

53.3
3.8

0.11

7.4V
59.7
4.3

0.10

8.4V
67.8
4.9

0.09

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 1.06 oz 30 g
【Dimensions】1.04 x 0.59 x 1.30 in / 26.5 x 15.0 x 33.0 mm

JR/DFA S89G

SPEED
TORQUE
SPEC 4.8V

37.5
2.7

0.07

6.0V
45.8
3.3

0.06

7.4V
65.2
4.7

0.05

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 2.36  oz 67 g

Brushless Motor
Heat Sink Case

【Dimensions】1.55 x 0.83 x 1.59 in / 39.5 x 21.0 x 40.5 mm

Tail/Rudder Servo
For Helicopter JR/DFA S396

SPEED
TORQUE
SPEC 4.8V

2.78
2.0

0.16

6.0V
34.7
2.5

0.12

-
-
-
-

UNIT
oz-in

kg-cm
sec/60゜

WEIGHT 0.53 oz 15 g
【Dimensions】0.89 x 0.47 x 0.90 in / 22.5 x 12.0 x 23.0 mm

For Miniature EP 
Light Planes & 
450 Class 
Helicopter

=ULTEM Gear=Final Metal Gear=Metal Gear

JR TECHNOLOGY INSIDE

Su
mmer

2018 Su
mmer

2018


